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Wyłącznik zmierzchowy i czujnik ruchu 

 

 
Specyfikacja : 
 

Zasiąg działania :  8 – 12 m ( < 22 °C ) 

Rozpiętość działania : 180 ° 

Oświetlenia otoczenia : 5 – 1000 Lux 

Moc (max) : 200 W 

Napięcie zasilania : AC 85 – 265 V 

Częstotliwość : 50 Hz 

Zwłoka czasowa : ± 2 sec - 5±1 min 

 

Natężenia światła : Należy ustawić okres działanie dla dnia i nocy. Gdy 

ustawimy „na słońce” czujnik chodzi przez cały dzień. Przy ustawieniu na 

„księżyc” urządzenie nie będzie działać tylko w nocy. 

 

Opóźnienie czasowe czujnika to 5 ± 2 sec – 4 ± 1 min. Opóźnienie czasowe to 

zwłoka, która mija od  sensora  wykrywającego ruch a czasem zadziałania 

wyłącznika. 
 

Diagram czujnika wyłącznika zmierzchowego 
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English Manual 
 

 

 

Specifications: 

 
Detction distance :  8 – 12 m ( < 22 °C ) 

Detection range : 180 ° 

Ambient Light : 5 – 1000 Lux 

Rated Load (max) : 200 W 

Operating Voltage : AC 85 – 265 V 

Power Frequency : 50 Hz 

Time delay : ± 2 sec - 5±1 min 

 
Lux: Adjust working time in day or night. When adjusting to the “sun” the 

sensor works for whole day. When adjusting to the “moon” it won’t work in the 

daytime and will work automatically at night. 

 

TIME: The time-delay of the sensor is to 5 ± 2 sec – 4 ± 1 min. Time-delay 

means the time between sensor feels the human body and the human leaves. 

 

SENSOR: Adjust the sensitivity of the sensor. In general it needn’t to be 

adjusted. 

 

The wiring diagram from the sensor 

 

 


